


Pacific Doors SPW-1

Security windows

The Pacific SPW-1 is a glazed steel-framed security window of large clear view area, resistant to physical attack and institutional
abuse.

Pacific Security Door sets can be incorporated within or adjacent to Security Windows and Screens.

It is recommended that the advice of a security consultant be sought to confirm fitness for purpose of all window components.

Pacific Door Systems Ltd

17 Meachen St. Seaview

Lower Hutt, New Zealand 5045

www.pacificdoors.co.nz
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B2 Durability: Performance clause B2.3.1(b)

B2.3.1(b): The SPW-1 can be finished to provide a durability of at least 15 years in all interior applications, excepting applications
where the product is subjected to direct exposure to moisture. Durability is dependent on product being installed and maintained
in accordance with Pacific Door Systems Ltd requirements.

Relevant standards:



E2: The SPW-1 is not tested for water ingress in exterior applications. Exterior installation is dependent on suitable flashing
systems designed and fitted by others.

Limitations on size and other product options are as per product datasheet.



The SPW-1 is designed for use in commercial buildings where a high security window is required.

Full specifications are listed in the product datasheet: https://www.pacificdoors.co.nz/security/security-windows/pacific-spw-1

As per product requirements: https://www.pacificdoors.co.nz/security/security-windows/pacific-spw-1/installation



As per Pacific Door Systems Ltd Operations and Maintenance manual: 

https://www.pacificdoors.co.nz/sites/default/files/images/Operations%20and%20Maintenance%20Manual.pdf
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